Glass Injection Port Liners
HEWLETT PACKARD DEACTIVATED INJECTION PORT LINERS

B Deactvated for maximum inertness.
B Mects or exceeds onginal manutacturers specificatons.
B Use liners packed with tused silica woal for the HP 7673 Autosampler.

Tapered Liner-1 End ¢nm 4209 42095 420925
E5x 784 Borosilicate Yog
Tapered Liner-1 End 4mm 4210 42105 421025
with wonl”
E5x 78S Borosilicate Yeg
Tapered Liner-Both Ends 4211 42115 421125
d  (5x795 Borosilicate Yes
Split/Splitless Liner 4mm with woa* 4212 42125 421225
B3 x 785 Borosilicate Yesg
Gup Split Liner 4207 42025 420225
= Bax785 Borosilicate Yes
4214 42145 421425
B3 x 785 Borosilicate Yesg
Splitless Liner 2mm 4206 42065 420625
I" — :‘I E5x 785 Quartz Yeg
Splitless Liner 4mm 4205 420455 420525
i 6.3%x 795 Quartz Yes
Direct Liner 15mm 4215 42155 421525
I : "I 5% 785 Borosilicate Yes

+ Tha Cup Split Linar (00 part #4202, 42025 & 4202251 contain small amounts of packing (10% O-1 on 20400 Chromasorb-WHF) retained by silanized glasswaol,
* Containing daactivated quartz wool packing to ensura vaparization of vour sample bafiore reaching the column entrance, the liner is mada of borosilicats glass.

Split Vent Trap stop Polluting Your Own Environment!

. B ] SPLIT VENT TRAP |
mmmhmﬁﬁ. (includes a 3-pack of replacement cartridges)
RPN = Gat. No.: 21026
el 3-pack of replacement cartridges
REHGE OF CONTAMIRLENTS Gﬂt Nﬂ E-l |:|23

AEPLACEMENT CERTRICSE

B Split ar splitless injection systems can vant up to 500 times the amount of sample being analyzed into your lab air.
B Small ‘pencil’ fraps have vary limited capacity and are raraly changed. They also trap a mare limited ranga of contaminants.
B Tha 'Split Vert Trap has a high capsacity, traps mora contaminants, and is easy to changs.
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